STANLEY PLOW, DADO, FILLETSTER AND 
MATCHING PLANE 

No. 46 



IOV 2 in. long, Nickel Plated, 12 Cutters, Weight 5% lbs. 

This Tool is packed with nine Plow and Dado Bits (3-16, 1-4, 5-16, 3-6, 1-2, 
5-8, 13-16, 7-8 and 1 % inch), a Filletster Cutter, a Slitting Blade, and a Tonguing 
Tool. All (except the Slitting Blade) are secured in the Main Stock on a skew. 

DADO. Insert a suitable cutter in the Main Stock and adjust the Sliding 
Section so that the spurs will be just in line with the edge of the cutter. Put the 
Stop, for regulating the depth of the cut, on the Sliding Section. 

PLOW. Use in the same form as for Dado, attaching the Fence to the arms, 
by the upper or lower holes, as desired, and placing the Stop in the Socket on the 
right hand side of Main Stock. 

FILLETSTER. By using the 1% inch cutter, the buttons of the Main Stock 
and Sliding Section of the Plane wilt form the face of the Filletster, and the 
Fence, attached to the arms by its upper holes, can be easily adjusted to make 
any width of cut up to 1% inch. 

MATCHING PLANE. Use the same form as Filletster. The grooving may 
be done with the 1-4 inch plow cutter. The Tonguing Tool is fitted with an adjust¬ 
able stop for regulating the depth of the cut. 

SLITTING PLANE. Insert the Slitting Blade in the slot on the right side of 
the Main Stock of the Plane, and just in front ol the handle, securing it firmly to 
the spindle by use of the thumb screw. 

NOTE:—In assembling the Plane, always insert the arm with the longest 
screw thread nearest the handle, thus making a spindle for receiving the Slitting 
Blade, on the right hand side of the Main Stock. 

STANLEY 

NEW BRITAIN, CON N..U.S.A. 

THE STANLEY WORMS - THE STANLEY BUIE It LEVEL PLANT 

HEW VORK • CHICASO. SAN FRANCISCO ■ LOS AN9ELKS * SEATTLE 


©1925 


PRINTED IN U.S.A 



